


Bluetooth Module Firmware Update Procedure

3-3 Select [Next]. 3-4 Select [Install].

Completing the Parrot Flash Update
Wizard Setup Wizard

Partot Flsh Update Wiard has been staled on your
conpuse:

ek Frishto chose this wizard,

Step2: Initiate Your Navigation/Multimedia receiver for
the Update Process

1 Display the Source Select screen
Press the [SRC] button.

2 Select the STANDBY
Press the [STANDBY] button.

3 Enter Setup Menu
Press the [SETUP] button.

O

4 Display the Software Information screen
Press the [Software Information] button.

)

5 Open Bluetooth Firmware Update
5-1 Press the [Start] button.
5-2 Press the [Yes] button.

(D

“WAITING" is displayed.
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Step3: Launching the Software Update Tool

The Parrot Software Update Wizard will likely be located in [All Programs]
under the [Start] button on the bottom left of your PC screen.

) [ )

1 Launch the Parrot Update Wizard
Select [Start] > [All Programs] > [Parrot Software Update Tool] >
[Parrot Flash Update Wizard].

2 Select afile as instructed on the screen
2-1 Select [Next]. 2-2 Select [Next].

-

Note: CK505X will be the only
item. If it is not highlighted, then
highlight it and select [Next].
2-4 Select [Desktop] from
Drop-Down menu. Select
<CK5050_ROMRAM_
RLS_***_UART_9600.plf>,
and then select [Open].

2-3 Select [Browse].

(D)

)
—

Caution: Do not press [Download
Latest Version].

-

Note: “***"in the file name
indicates the firmware version.
2-5 Select [Next].

-

Caution: Do not press [Download
Latest Version].

3 Choose the Update Method
Highlight the “Bluetooth connection” option, then select [Next].

If your PC is Bluetooth compatible or
you have a Bluetooth dongle plugged
into your computer, the screen on the
left will be displayed.

Note: If this screen is not displayed,
refer to the Troubleshooting Section
in page 3.

-

Caution: Do not select the “Bluetooth virtual serial connection” option.
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Bluetooth Module Firmware Update Procedure

4 searching for the Kenwood Audio Product to Update And then, the receiver is restarted automatically.
4-1 Select [Search Devices] to 4-2 Select <DNX5220BT>, and Wait until the receiver is restarted completely (about 70 seconds).
display a list of Bluetooth- then Select [Next].
enabled device. _m v & Caution: PIN code is changed to “0000". Set the PIN code again at “PIN
u “’“"‘ & %aﬂm EDIT” /"PIN Code Edit" in the Menu.
If “Updating” is still displayed even after 4 minutes, please perform
- ’ ( ) K00 81 Comas2 following steps.
E‘Esggoéa?g 1. Ignition off.
2. Wait more than 20 seconds.
Bk =3 3. Ignition on.
D 4. Wait more than 90 seconds.

5. Check that the firmware has been updated.

5 Establishing the Bluetooth Connection
: Caution: PIN code is changed to “1234". Set the PIN code again at “PIN

o : ? = After Selecting the [Next] button EDIT" /’PIN Code Edit” in the Menu.
Lo paree the screen shown to the left will be
; displayed.
© Step4: Verify the Bluetooth Firmware Version
il C“?k on the pop-up message that Verify that the Firmware Version has been updated successfully in the
is displayed at the bottom right of R
: Kenwood unit.
your PC screen. Be sure to click the ) ) )
message portion; do not close it, Refer to <Checking the Firmware Version> (page 1).
=)
=e Your Kenwood unit now includes the necessary firmware version.
6 Entering the Passkey (PIN) Troubleshooting Instructions
L — 4 This prompt screen will be Connection Errors
g automatically displayed on the PC to 4 If the Bluetooth dongle is not plugged
[ e enter the Passkey. in, the screen to the left will be
e Note 1: This is the same PIN you used e displayed.
e to pair your cell-phone with your S e Make sure that the dongle is plugged
B i Navigation/Multimedia receiver. If in and working properly.
' you did not initiate a personal PIN, e
-~ ~—— | youcanusethedefault. D If you mistakenly selected “Bluetooth
e = . ‘ - y y selected “Bluetoo
Default setting = "0000" or “1234". virtual serial connection” in the
Note 2:If an Error occurs after Bt == "Choose the update method” section,
entering the PIN, verify the PIN in the this screen will also be displayed.
Bluetooth Menu Screen. Press the [Back] button.
Note: Refer to the Troubleshooting (Refer to <Choose the Update
Instructions. Method> in page 2.)

Note: This Update Process will take approximately 2 — 3 minutes.

) Passkey (PIN) Error
Do not Power Off the unit during the Update Procedure.

7 Update in Progress screen

Completing the Add Bluetooth 3 Prasrol Flash Update Wizasd x
Device Wizard Z
= B s Updatn i pngress. . ?
e Parrot

Mpdass i pragres. ?
P o 0 oz 8 o
Parrot

The aperson being isqussisd v ok perkamesd becens
Thauzas b et baen st atmd

a The conemcation e ek coukin: be eabkited

g
— Ta choos bix vizard cick Cancel
Lo | | = = Corei )
“Updating”is displayed on the Navigation/Multimedia receiver. If you enter the wrong Passkey (PIN) or wait too long before entering the
8 Flash Update Successful Screens Passkey (PIN), a communication error will be displayed.

Select [Finish] to close the Parrot Software Update Wizard.
Pt Flast Updta Wizard % Press the [OK] button on the “Error Message”, and then press the [Back]

P e scsens ? buttons on the "Add Bluetooth Device Wizard” and the “Parrot Flash

Parro

Update Wizard" screen. Repeat the procedures accordingly. (See <Entering
the Passkey (PIN)> section in page 3.

et el rebe i miekohy e e

“Yioaican safel closerthi sopksbon, be using s Frshibution Thark s ke
chaatng Pt

Bluetooth Connection Error
If you already have 5 devices paired with Your Kenwood Audio Product,

you will not be able to connect via Bluetooth from your PC.
e Please delete one of the devices from the Bluetooth Paired Devices list on

the Kenwood unit.
Note: The updating process on your Kenwood unit may take several
minutes to complete even after you have finished the Flash Update

Phone Connection Failure
If you are unable to connect your phone to your Kenwood product

process. after the firmware update, delete the Kenwood unit in the Bluetooth
9 Restart the Navigation/Multimedia Receiver phone menu and redo the Pairing Process. (Refer to your cell-phone
In about 30 seconds, “Updating” is displayed. manufacturer’s Instruction Manual.)
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